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INTRODUCTION
The CAMDS Site (Site) Monitoring Plan (CSMP) is prepared in accordance with (IAW)
requirements specified in the Chemical Materials Agency (CMA) Monitoring Concept Plan
(MCP) (at a minimum) and the CAMDS Laboratory and Monitoring Quality Assurance Plan
(CLMQAP) (Permit, Attachment 3).

Objectives

This CSMP shall ensure a coordinated effort between Directorate of Operations Support and
Directorate of Risk Management to achieve an effective monitoring program. The Monitoring
Plan provides identification of monitoring devices and sampling locations utilized at the CAMDS
Site. The identified monitors are used to provide agent detection and provide worker and general
population protection, and to indicate plant operations are in control. The Site plan also provides
procedures for changing activity status of the monitoring stations (adding or removing), and
monitoring requirements.

SUPERVISORY RESPONSIBLITIES AND COORDINATION

There are four supervisory levels coordinating the Site monitoring at the CAMDS. Supervisory
Titles and responsibilities are outlined below in Table 2-1.

Table 2-1:
Supervisory Titles and Responsibilities

Title Responsibilities

1. Ensures the objectives of the Site monitoring plan are implemented.

2. Tracks the status of Site operations to identify and meet all

. o monitoring requirements of the CAMDS Part B Permit.
Monitoring Division

Chief 3. Coordinates Quality Assurance (QA) activities related to
monitoring through the Director of Operations Support.

4. Ensures the accuracy of the Monitoring Database and monitoring
station sketches.

) 1. Provides interface support requirements with the other Directorates.
Director of ] _ _ o
Operations Support | 2. Ensures required resources are available to implement and maintain

all monitoring systems and requirements.

1. Identify necessary monitoring requirements to support tests and

projects that are in compliance with this Permit.
CAMDS Site Project
Managers 2. Ensures that Monitoring Division Chief is aware of any changes in

the test or work monitoring requirements caused by schedule and
other changes in workload.

1. Identify monitoring requirements that support maintenance and
Director of Chemical other Site work scheduled by Directorate of Chemical Operations.

Operations 2. Requests monitoring changes on AMSCM-OPDC Form 5020-R-E,
Request for Change for Monitoring System (Appendix D).
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AGENT AIRBORNE EXPOSURE LIMITS (AEL), EMMISION LIMITS AND
CATEGORY AREAS

Airborne Exposure Limits (AEL) for monitored agents at the CAMDS Site are compiled in Table
3-1. AEL are standards that are set by the CDC in the Federal Register 68 58348 (October 9,
2003) for GA, GB, and VX, and FR 69 24164 (May 3, 2004) Mustard. Lewisite was not updated
from the previous Federal Register 53 8504-8508 (March 15, 1988). Agent AEL levels are listed
in Table 3-1.

AEL Definitions

Immediately Dangerous to Life and Health IDLH)

IDLH is the maximum concentration, in the event of respirator failure, where a person could
escape, within 30 minutes, without a respirator and without experiencing any escape impairing
(e.g. severe eye irritation) or irreversible health effects.

IDLH levels are 0.1 mg/m3 for GB/GA, 0.003 mg/m3 for VX, and for Lewisite 0.7 mg/m3 for
Mustard. The Mustard IDLH is only based on non-carcinogenic effects.

Short Term Exposure Limit (STEL)

STEL is the maximum concentration to which unprotected chemical agent Workers may be
exposed to for up to 15 minutes, continuously. The STEL for GB/GA is 1x10™ mg/m with a limit
of four daily exposures. The STEL limit for VX is 1x107 and the limit for Mustard is 3x107.

Only one exposure daily is allowed at the STEL for VX and for Mustard.

Worker Population Limit (WPL)

WPL is the average allowable concentration that an unmasked worker could be exposed to for an
8 to 12 hours workday 40 hours per week for 30 years without adverse effects. The WPL for the
CAMDS has been adjusted to reflect a 12 hour work shift. The 12-hour WPL for GB/GA is 2 x
10°, VX is 6 x 107, and HD is 2.7 X 10™.

General Population Limit (GPL)

The GPL is a allowable 72-hour time-weighted average concentration for the general population.
The limit applies to the entire population, including all ages and medical conditions. For GB, the
GPLis 1 x 10° m%/m for 24 hours. For VX, the GPL is 6 x 107 mg/m’ for 24 hours. For HD,
the GPL is 2 x 10” mg/m’ for 12 hours.

Other Non-health Based Emission Limits

Source Emission Limit (SEL)

Source Emission Limit was previously known as the Allowable Stack Concentration (ASC). SEL
is a ceiling value that serves as a source emission limit, and not as a health standard. The SEL is
used for monitoring the MPF stack. The SEL provides an early indication of upset conditions,
and must be accurately measurable in a timely manner.

It should be noted when monitoring at the MPF stack, that because of the high temperature and
moisture content of stack emissions, dilution control devices are used in conj unction with the
NRT monitors and DAAMS. The SEL value for GB and VX is 0.0003 mg/m’ and Mustard is
0.03 mg/m’.
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Table 3-1:
Agent AEL level, Stack Limits and Aspirations Times.
AEL Levels and Stack Limits (mg/ms)
Agent
GPL WPL STEL IDLH SEL
GA, GB 1x10° 2x 107 6x 107 6x 107 1x10* 1x 10"
(24 hours) (12 hours) (4 hours) (2 hours) 15 minutes | <30 minutes | 3 x 10™
VX 6x107 6x107 2x10° 4x10° 1x10°
(24 hours) (12 hours) (4 hours) (2 hours) 15 minutes 3x 107 3% 10%
H 2x 107 27x10% | 8x10" | 1.6x107 3x 107
agents (12 hours) (12 hours) | (4hours) | (2hours) | 15 minutes 7x 10" 3% 102
Lewisite | 3x 107 3x 107 3x 107 3x 107 3x 107 Not
(12 hours) (12 hours) (4 hours) (2 hours) 15 minutes | Established 3% 102
HAZARD CATEGORY AREAS
Definitions of Hazard Category Areas at the CAMDS can be found in Table 4-1.
Table 4-1:
Definitions of Hazard Category Areas at the CAMDS Site.
Hazard
Category Activities
Area
The toxic processing area supported by the cascade ventilation system designated
A for probable liquid and vapor agent contamination (for example, munitions
processing bay, toxic cubicle).
B The toxic processing area supported by the cascade ventilation system is
designated for possible vapor agent contamination only.
The nontoxic work area adjacent to Category A or B areas that is supported by the
C cascade ventilation system designated for possible low-level vapor agent
contamination.
D The nontoxic work area designation for areas considered uncontaminated.
E The area designated for a positive pressure, filtered air environment.

MONITORING EQUIPMENT AND AGENTS MONITORED

The Monitoring Division provides the monitoring support for the CAMDS Site, DCD Perimeter,
and Area 10 and TOCDF CAL Laboratory. Before each individual agent campaign the
monitoring system is operated in the configuration in which it will be used during the campaign.
This is known as baseline operations. The purpose for the baseline is to provide evidence that the
whole system will perform within required tolerances and requirements, and to document the

configuration of the system at the time of the baseline.
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The Monitoring Division has capabilities to monitor for the following five chemical agents using
various monitoring equipment, which includes NRT monitors, DAAMS, RTAPS, and M8A1
detectors:

1. GB (Isopropylmethylphosphonofluoridate),

VX [O-ethyl S-(2-diisopropylaminoethyl) methylphosphonothiolate],
Mustard [bis(2-chloroethyl) sulfide]

GA[Ethyl N, N-dimethylphosphoramide-cyanidate]

A

Lewisite [dichloro-2-chlorovinyl arsine]

Near Real Time Monitors

The Near Real Time (NRT) Monitors are configured to monitor one or more of the chemical
agents being processed at the Site. NRT monitors are used to monitor the operational areas,
filters, and stacks. NRT monitors may monitor at the STEL, WPL, SEL, and IDLH
concentrations of chemical agents GA, GB, VX, Mustard, and Lewisite.

Depot Area Air Monitoring System

Depot Area Air Monitoring System (DAAMS) collects air samples to detect chemical agents GA,
GB, VX, Mustard, and Lewisite for confirmation of NRT monitor alarms and as primary
historical monitors in areas not monitored by NRT monitors. Analysis of DAAMS samples
provides confirmation of agent if concentrations are at or above the defined Reporting Limit
(RL). Instrumentation used for agent confirmation are the Gas Chromatography/Flame
Photometric Detector (GC/FPD) (DAAMS Class I Method) or GC-Mass Selective Detector (GC-
MSD).

Real Time Analytical Platform (RTAPS)

Real Time Analytical Platforms are mobile NRT monitoring stations used in situations where
NRT monitoring is required but the location does not have any temporary (fixed) or permanent
stations.

Dilution Air Flow Controllers (DAFC)

Both the NRT monitor and DAAMS use dilution airflow controllers. The purpose of the dilution
flow controllers is to inject dry air into the sample stream to prevent the liquid in the sample from
condensing in the sampling equipment, keeping the sample above the dew point. The dilution
flow controllers are designed such that the flow control device has a feedback signal to a flow
meter. This feedback signal causes the ratio of the sample flow to stay constant once the two are
locked together. Therefore, the unit compensates for any interruptions in the sample flow and
maintains the correct ratio. The agent concentration in the DAAMS tubes is calculated using the
volume of sample air, not the dilution air. The same theory of operation holds true with the NRT
monitors. The NRT monitors are calibrated disregarding the quantity of dilution air. The dilution
air can be considered a carrier for the sample. The agent concentration is based on the volume of
the sample. The ratio of air to sample for the DAFC is 10:1.

Backup Equipment

The function of the NRT monitor is to rapidly detect agent. Should a needed instrument fail, the
first response is to troubleshoot and repair it in place. Should the estimated repair time be in
excess of 1.5 hours the NRT monitor shall be replaced with an NRT monitor from the
contingency stock.
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CAMDS MONITORING AREAS

In the demilitarization plant area, hazard category classifications and personnel occupancy are the
factors used to determine monitoring activities. When monitoring is conducted for personnel
protection or to assess potential personnel exposure, the monitoring must be sufficient to identify,
verify, and quantify the agent. STEL and WPL monitoring is performed in areas of the facility
where workers may have a potential exposure to chemical warfare agent.

CAMDS Site Areas

CWM And Hazardous Waste Process Areas and Airlocks (Hazard Category A and B)

Toxic and Process areas are potentially contaminated with liquid agent or agent vapor. These
areas are monitored using NRT monitors. No confirmation monitoring is necessary because the
presence of chemical agent is expected. The agent concentrations determine the Personnel
Protective Equipment (PPE) that is required for personnel entry. At times, the monitoring may be
enhanced to allow the PPE for specific toxic areas to be reduced to enhance worker mobility.
Reduction of PPE requires Safety Officer approval. Enhanced monitoring may include changing
the NRT monitors to a more sensitive detection level or by adding DAAMS in order to confirm or
deny an NRT alarm.

Toxic and Process area airlocks serve as access/egress points between contaminated areas (agent
or other hazardous wastes) and clean work areas. To limit the transfer of hazardous waste from
"toxic" areas to "work areas", under normal conditions, items and personnel are cleared through
an airlock or egress area. Adherence to written procedures governing the proper egress from
areas where hazardous waste is being processed is required. These procedures shall ensure that
equipment, clothing, or personnel exiting hazardous waste process areas do not spread hazardous
waste outside of these areas. All personnel involved in toxic/process area operations shall be
trained in proper egress procedures. Egress procedures shall include both proper NRT monitoring
to confirm chemical agent readings, are less than the action level, where required, but also
procedures to ensure all types of hazardous waste are not tracked outside the process areas.

Process Support Areas (Hazard Category C)

The C areas are any rooms, mechanical rooms, and observation corridors that are connected
directly via ventilation to hazard category A and B areas. These areas are monitored with NRTs at
the STEL and at the WPL level daily.

Non-Toxic Uncontaminated Work Areas (Hazard Category D)

Within the CAMDS site there are many areas inhabited by workers where non-toxic work
operations are taking place. These areas are not under “engineering control" and have little or no
potential for vapor contamination. These areas are not normally monitored for agent, however
DAAMS only stations will be used to monitor areas adjacent to dilute agent storage areas, the
SAF laboratory lunch room and agent contaminated hazardous waste Permitted storage areas
(when waste is present) at the 12-hour WPL level

Laboratory Work Areas

Laboratory Work Areas shall be monitored with NRT and DAAMS stations in accordance with
the Appendix A of Permit Attachment 16. Written approval is required from the Executive
Secretary to reduce monitoring in any Laboratory Work area.

Positive Pressure Areas

The Control Module Operations area, Medical Module and Personnel Support Complex are the
only areas which have the capability to switch the ventilation system to positive pressure when an
agent alarm occurs in an area outside of engineering control This allows personnel in these areas
to perform work, without the need of a mask or protective clothing, if an upset condition exists.
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Agent operations do occur in these areas and with positive air pressure there is no potential for
vapor contamination.

Filters

Multiple Bank Carbon Filter units (Appendix 18) provide negative pressure ventilation for
potentially contaminated areas throughout the plant.

Six-Bank HVAC Filters

Filter mid-beds - The filter mid-bed locations (after banks one, two, and four) shall be monitored
continuously with DAAMS for Mustard, GB, and VX at the WPL (12 hour) and for any other
agents with which the carbon has been potentially contaminated.

Filter Stack - NRT monitors shall be used to monitor for each agent being processed in the plant
at the STEL (action level 0.5). DAAMS stations continuously monitor the HVAC Filter Stack for
GB, VX, and Mustard at the WPL (12 hour).

CAMDS Laboratory Two-Bank HVAC Filters

DAAMS shall monitor for GB, GA, VX, Mustard, and Lewisite between charcoal banks 1 and 2,
and the Filter Stacks at the WPL (12hour). The Filter exhaust Stacks shall be monitored with
NRTs for GB and VX at the STEL (action level 0.5).

MPF Stack

The MPF Stack is continuously monitored, by both NRT monitors and DAAMS, at the SEL level
for all agents being processed in the facility. The SEL provides an early indication of upset
conditions, and must be accurately measurable in a timely manner. Staggered NRT monitors are
required on the MPF stack for each agent. The two staggered NRT monitors shall have differing
columns with two identical NRT monitors for backup. DAAMS are used as confirmation for any
NRT alarms above the action level. A Waste Feed Cutoff for the MPF is initiated when an alarm
at or above the 0.2 SEL action level is exceeded at the MPF stack.

Life Support System (LSS) Air Connects
Life Support System (LSS) air is monitored with DAAMS at the WPL (2 Hours) level daily.

Continuous Emission Monitoring System (CEMS)

The CAMDS Site Continuous Emissions Monitoring System (CEM), non-chemical agent stack
monitoring, will be IAW Attachment 17 of this Permit.

Perimeter Monitoring

The DCD perimeter requires historical monitoring with confirmation monitoring at the GPL level
for all chemical agents being processed at the facility or stored in the storage yard. The CAMDS
Site provides monitoring and analytical support for the perimeter monitoring. Perimeter
Monitoring for a specific agent may only be discontinued if all of the recoverable neat agent, for
that specific agent, has been demilitarized.

Perimeter Stations

There are ten Perimeter Monitoring Stations sampling for GB, VX (24 hour), and Mustard (12
hour) with DAAMS tubes. Each station has a primary, secondary, and tertiary DAAMS tubes for
each agent monitored and are analyzed for agent at the GPL. Stations are numbered 901-908 and
910-911. Logbooks documenting all maintenance, inspections and monitoring activities shall be
kept current at each station.
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GA and Lewisite Monitoring Stations

GA or Lewisite perimeter monitoring shall be accomplished at the storage igloos with DAAMS
stations monitoring at the GPL.

QUALITY CONTROL

The CAMDS Site monitoring and analytical QC procedures can be found in Attachment 3, of this
Permit.

AGENT ALARM NOTIFICATION PROCEDURES AND DOCUMENTATION

MPF Stack Alarm For VX, GB or Mustard

If the NRT monitors alarm at or above 0.2 SEL, the site shall mask, secondary waste processing
shall cease, and an automatic waste feed cut-off (AWFCO) shall be initiated for the MPF.
Monitoring personnel shall be deployed. DAAMS tubes shall be pulled and analyzed on the
stack. If agent is confirmed, processing of secondary waste shall not proceed until CAMDS has
received written approval by the Executive Secretary.

HVAC Filter Stack Alarm for VX, GB, and Mustard

The HVAC stack NRT monitors alarm at or above 0.5 of the STEL, but the action level is at 0.20
of the STEL. If an NRT monitor reading is at or above the action level of 0.2 STEL, the
CMO/EOC shall notify monitoring personnel to investigate the NRT monitor. If the NRT monitor
goes into alarm (0.5 Z) than the site shall mask, Monitoring personnel shall be deployed, and
DAAMS tubes shall be pulled and analyzed.

If agent is confirmed, normal operations may continue at the facility if a backup HVAC filter is
put online and sufficient flow is achieved to support ongoing operations. The HVAC filter
system with the confirmed reading shall not be used for operations until the CAMDS has received
written approval from the Executive Secretary.

Workplace Monitoring for VX, GB and Mustard (Categories C and D Areas)

If an NRT monitor reading is at or above the action level of 0.2 STEL, the CMO/EOC shall notify
Monitoring personnel to investigate the NRT monitor. If an NRT monitor alarms at or above 0.5
STEL, the CMO/EOC shall mask the site, Monitoring will respond and verify NRT monitor
operation and DAAMS tubes shall be pulled and analyzed.

LIMITING CONDITIONS OF OPERATION (LCOS)

The monitors identified for a given campaign must be operating at all times and are considered to
be Limiting Conditions of Operations (LCOS).

FAILURE TO MONITOR

All of the monitoring identified in this plan must be operating and in control during processing in
a given area or it will be considered a “Missed Monitoring” and shall be reported as such, in
writing to the Executive Secretary. The following are exceptions are allowed for all monitors
except for the HVAC and MPF Stack.:

1. During campaign change transition periods when monitors are being changed to a new
campaign.

When a Temporary Change has been approved (see Section 12.0).

When there are NRT monitors and DAAMS monitoring at a work area, and one or the
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other is off line for maintenance, repair or calibration, it will not be considered a “Missed
Monitoring” as long as the co-located monitor is in control. If the NRT monitor is offline
or in malfunction for more than one and a half hours, the DAAMS becomes the primary
monitor and therefore must be analyzed.

4. When a monitor is off line or out-of-control and processing has ceased, personnel have
evacuated the area, or other investigative measures are taken, it will not be considered a
“Missed Monitoring”. Example: If an NRT monitor is offline or a line challenge has
failed and the CMO/EOC has made the area off limits, it will not be considered a missed
monitoring because mitigating measures have been taken.

HVAC and MPF Stack

Missed monitoring shall be reported for the HVAC stack when the NRT monitoring is offline for
more than ten cycles. Missed monitoring shall be reported for the HVAC stack if DAAMS tubes
are not continuously monitoring the HVAC stack.

Missed monitoring shall be reported for the MPF stack if any of the conditions required by
Section 6.1.7 of this Attachment are not met.

NRT MONITOR ALARMS AND NOTIFICATION PROCEDURES

All NRT monitor alarms, which have co-located DAAMS, require analysis of the DAAMS
tube(s). Even if the alarm is not confirmed, all DAAMS results must be reported to the
CMO/EOC and entered in the DAAMS Log Book. The CAMDS Laboratory will maintain the
official record of all DAAMS results.

Data from each NRT monitor is collected and stored in a computer file. These readings may be
displayed on demand in the CMO/EOC. Alarm notification is indicated when agent
concentrations meets or exceed alarm set points at stations outside of toxic areas or when the
NRT monitor is in malfunction.

In the event of an NRT monitor alarm at or above the alarm level or a reading in excess of the
action level of 0.2, outside of engineering controls, or in category “C” areas, the CMO/EOC will
notify the Monitoring Team Leader or designee and record the information in the CMO/EOC Log
book. The Team Leader or designated certified monitoring technician along with one other
monitoring person shall respond by going to the location of the NRT monitor that is in alarm.

Monitoring personnel evaluate alarms by observing the chromatogram and troubleshooting for
malfunctions, verify the action level set point, and challenging the NRT monitor with an agent
standard to ensure that it is operating correctly and pull the associated DAAMS tubes for analysis.

If the alarm is confirmed by DAAMS, appropriate corrective measures shall be taken, and two
successive cycles, less than the action level, on the NRT monitor shall be used to determine that
operations may resume (not applicable to the MPF stack MDC2 or filters).

MONITORING PLAN REVIEW AND PERMIT MODIFICATION

The CAMDS Facility will internally review the Monitoring Plan annually. This Monitoring Plan
is a RCRA Permit Controlled document. A Permit modification shall be submitted to the
Executive Secretary to request any modifications of this Permit as required by R315-3-4.

Temporary Changes

Temporary change is defined as a reduction or addition of the number of monitors and changing
of the configuration of agent monitors on a temporary basis by the CAMDS. The Permittee shall
notify the Executive Secretary orally of any reduced monitoring applicable to this Attachment
prior to implementation.

Temporary changes to Filters, MDC2 ovens and MPF Stack monitoring are not allowed under
this Permit unless written authorization is given by the Executive Secretary.
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Lessons Learned

It is important that monitoring personnel have an avenue to share their experiences with their
peers and management when there are opportunities to improve on monitoring documentation,
interaction with other Divisions, and or monitoring procedures. Lessons learned should be
recorded and incorporated into the operation of the Monitoring Branch.

MONITOR/MONITORING STATION LOCATIONS AND REPORTS

Monitor Locations

The monitors at the CAMDS Site are placed in locations to maintain minimum distances to the
actual sampling point while keeping the equipment out of hazardous areas. Sampling locations
remain fixed; however, sample lines may be adjusted to place NRT monitor and DAAMS
equipment at different nearby points to support operational requirements. For the actual
monitoring locations at the CAMDS, see Appendix A and the associated drawings.

Monitoring Station Database

The CAMDS Site has established a Monitoring Station Database that contains information on the
current status of monitoring stations. This database can be accessed to review real time
monitoring data.

Monthly Site Monitoring Plan/Report

Monitoring Division will prepare a Monthly Site Monitoring Plan (Primary and Secondary
Report) for operations at the CAMDS Site, and where applicable. The Monthly Site Monitoring
Plan is issued to give the most current monitoring information available. The reports and
information shown in Appendices A and B are used as examples only. The Information on
Primary and Secondary Monitoring Reports is constantly changing.

The Monthly Site Monitoring Plan reflects the chemical agent monitoring as of the time of the
report. Monitoring changes occur as operational requirements change. An up-to-date and
accurate Primary and Secondary Monitoring Report shall be generated each month. A copy shall
be submitted to the Executive Secretary by e-mail as soon as the report is approved by the
CAMDS.

Monitoring changes are processed using AMSCM-OPDC Form 5020-R-E, Request for Change of
Monitoring system. All requested information must be provided and required signatures obtained
before any monitoring changes will be made. An Example of this form is provided in Appendix
D. Specific monitoring requirements for new tests and/or processes shall be submitted Executive
Secretary for review and approval.

Primary Monitoring Plan/Report

Primary Monitoring Report is generated from the Monitoring Station Database, and lists all
monitoring stations used at the CAMDS Site, DCD perimeter, and Area 10 (Example report,
Appendix A). The Primary Monitoring Report is available for review by all personnel through
the DCD Network. The Primary Monitoring Report provides the following information:

Site - Monitors are in Area 10, the CAMDS, or the Perimeter.
Station - Station numbers shall maintain the continuity of sample locations for historical
purposes. Once a station number is assigned, it cannot be used again to designate any other

location.

Nomenclature - Location description of monitored area tied to a building number or activity area.
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Operational Status - The Operating stations, which are active, are listed with an “A”. Inactive
stations are designated with an “I”’. These stations are kept in reserve and may be re-activated by
a request of the Monitoring Division. Stations that are no longer utilized are not shown in the
Monitoring Reports, but shall remain a part of the Monitoring Station Database (designation “P”)
records for historical purposes.

NRT - Near Real Time monitors, either an ACAMS or an MINCAMS
NRT Agent - type of Agent monitored.

NRT AEL Level - AEL level of agent monitored.

DAAMS Agent - Historical Monitoring.

DAAMS Sample - The time that the DAAMS tubes are aspirated.
DAAMS AEL Level — AEL level of agent monitored.

Remarks — Station specific information.

Secondary Monitoring Report

The Secondary Monitoring Report is also generated from the Monitoring Station Database, and
lists all monitoring stations used at the CAMDS Site, DCD perimeter, and Area 10. Appendix B
is an example of a Secondary Monitoring Report. It gives additional information on the
monitoring station to include, the corresponding sketch number and the ventilation category of
the station. The Secondary Monitoring Report is available for review by all personnel through
the DCD Network.

Station Number - Station numbers shall maintain the continuity of sample locations for historical
purposes. Once a station number is assigned, it cannot be used again to designate any other
location.

Operational Status — The Operating stations, which are active, are listed with an “A”. Inactive
stations are designated with an “I”. These stations are kept in reserve and may be re-activated by
a request of the Monitoring Division. Stations that are no longer utilized are not shown in the
Monitoring Reports, but shall remain a part of the Monitoring Station Database (designation “P”)
records for historical purposes.

Sample Line Length - Total length of the sampling line with an accuracy of + 20 percent.
Line Material - The monitoring line is constructed from this material.

Floor Plan Sketch Number - Monitor location (Appendix C)

Power Type - Power type is the type of power system used to run the monitors and also if there is
emergency back-up power in case of power failure.

Floor Level of Unit - The level of the monitors in multi-story buildings.

Ventilation Category update - Ventilation Category for each monitored area.

CAMDS SITE SKETCHES

Appendix C is a collection of the CAMDS Site sketches showing station locations and Table 14-1
lists locations and sketch numbers.
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The sketches contained in Appendix C are specially sized and contain only information pertinent
to the Monitoring Plan. These special sketches contain only the information required to clearly
and accurately depict the CAMDS Site Monitoring Station locations. Full drawings are available
on request.

The sketches contained here have been formatted to allow easy understanding of the sampling
point and station numbers are identified in the bubbles at each station location.

Only active and inactive stations are shown on the sketch. Stations, which are permanently
inactive, are not shown.

When there are several monitoring lines with the same monitoring station number and different
alpha extensions at the same location, then only one bubble with the monitoring station number is
shown. An example multiple monitoring lines and only one bubble is monitoring stations 15A,
15B, 15C, and 15D located on the Metal Parts Furnace Stack (Sketch 33-021).

Sample Stations with the same monitoring station number and different alpha extensions, which
are at different locations, are all shown on the sketch. Examples of these are Monitoring Stations
5 and 5A. Station 5 is located in the Explosive Containment Cubicle Duct and Station 5A is
located in the Explosive Containment Cubicle. They are both shown on the sketch and listed in
the Monitoring Location Table on the sketch.

The information provided on the sketches should be used in conjunction with the information
provided in the Primary Monitoring Report (Appendix A) and Secondary Monitoring Report
(Appendix B) to acquire a detailed description of the Monitoring Station activity and location.

Table 14-1:
Index of the sketch numbers and their locations.

20000-01 General CAMDS Site
20003-01 Filter Pad
20004-01 CAMDS Site LAB

20005-01 General Purpose Facility, Auxiliary Test Facility, Ventilated Storage Area

20007-01 Personnel Support Complex, Site Medical Facility, Security
20008-02 Material Treatment Facility
20008-04 Explosive Containment Cubicle

20009-02 Toxic Maintenance Facility, Residual Storage Area, Chemical Distribution
System

20009-02 Multipurpose Demilitarization Facility/Bulk Item Facility
20009-03 Control Module Operator Monitoring
20009-04 Liquid Incinerator

20009-05 Metal Parts Furnace
20010-01 Equipment Test Facility

20011-01 Brine Drying Area, Chemical Test Facility, Chemical Weapons Convention
Trailer

20012-01 Utilities, Safety, Tool Crib, Maintenance

20013-01 Perimeter Monitoring
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10001-01

Agent Detection System

20008-03

Cal Lab

PROCEDURES FOR ADDING NEW MONITORING STATIONS

New monitoring stations may be required to support operations at the CAMDS Site. New
monitoring location requirements will be identified using AMSCM-OPDC Form 5020. A
redlined copy of the appropriate sketch will be included showing the desired location of the

monitor(s).
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Appendix A

PRIMARY REPORT
THE CAMDS Monitoring Plan
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site Station Nomenclature Status Agent Level Agent Time AEL Level | Remarks
AREA 10
1810 EQUIPMENT AND
CLOTHING AERATION
1810 ROOM (RUBBER GB, VX,
ECAR ROOM) A HD 12hrs WPL BASE
GB, VX,
1810 G 1810 GAZEBO A HD 12hrs WPL BASE
1810 LUNCH ROOM GB, VX,
1810 LRE EAST A HD 12hrs WPL BASE
1810 LUNCH ROOM GB, VX,
1810 LRW | WEST A HD 12hrs WPL BASE
1810 MR MONITORING GB, VX,
1810 MR ROOM A HD 12hrs WPL BASE
GB, VX,
1810 SS 1810 SMOKE SHACK A HD 12hrs WPL BASE
CAMDS
GB, VX,
12 MPF - SHROUD AREA A HD STEL HD 12hrs WPL MPF
MPF - EXHAUST MPF/SECONDARY
15 STACK A GB, VX, HD 12hrs WPL WASTE
MPF - EXHAUST GB, VX, MPF/SECONDARY
015A STACK A HD SEL WASTE
MPF - EXHAUST GB, VX, MPF/SECONDARY
015B STACK A HD SEL WASTE
GB, VX, MPF/SECONDARY
015C MPF - EXHAUST A HD SEL WASTE
MPF - EXHAUST GB, VX, MPF/SECONDARY
015D STACK A HD SEL WASTE
MPF/SECONDARY
WASTE
NRT monitor is on call.
DAAMS: Continuous
MPF - COOLING BAY monitoring for agents
WEST GB, VX, being processed in the
17 A HD STEL HD/GB/VX 12 WPL furnace
MPF - DISCHARGE GB, VX, MPF/SECONDARY
20 CANOPY A HD STEL WASTE
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site | Station Nomenclature Status Agent | Level Agent Time AEL Level | Remarks
TMF - TOXIC
MAINTENANCE
FACILITY (NOT GB, VX,
28 REMOTED) A HD STEL GB, VX, HD 12hrs WPL BASE
GB, VX,
35 BIF - DRAIN AREA A HD STEL MPF - ON CALL
LIFE SUPPORT
SYSTEM -
71 SEGREGATOR A GB, VX, HD 2hrs WPL BASE
LSS AIR - EXPLOSIVE
72 CONTAINMENT CUB A GB, VX, HD 2hrs WPL BASE
ADS LIFE SUPPORT
73 SYSTEM AIR A GB, VX, HD 2hrs WPL BASE
78 LSS-ETF A GB, VX, HD 2hrs WPL BASE
MUNITIONS HOLD SECONDARY
80 AREA A HD STEL HD 12hrs WPL WASTE
SECONDARY
080A MHA - SPORT A HD STEL WASTE
092/280 MTF - SPORT AIRLOCK A GB STEL MDC 2
CAMDS LAB - FILTER 7 GB, VX, HD,
162 STACK A GB, VX STEL L 12hrs WPL BASE
CAMDS LAB FILTER 7 GB, VX, HD,
163 BETWEEN CHARCOAL A L 12hrs WPL BASE
CAMDS LAB - EAST
184 LAB A GB STEL GB 12hrs WPL BASE
CAMDS LAB - EAST
184A LAB A VX STEL VX 12hrs WPL BASE
CAMDS LAB - EAST
184B LAB A HD STEL HD 12hrs WPL BASE
CAMDS LAB - WEST
185 LAB A GB, VX, HD 12hrs WPL BASE
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site | Station Nomenclature Status Agent | Level Agent Time AEL Level | Remarks
MPF - DISCHARGE GB, VX,
20H CANOPY A HD STEL MPF / HD Project
GB, VX,
236 MTF - SHOWER A HD STEL MDC2
GB, VX,
236D MTF - DOFFING ROOM A HD STEL MDC2
237 MTF - LSS AIR A GB, VX, HD 2hrs WPL MDC2
MTF - CONTROL GB, VX,
238 ROOM HD STEL GB, VX, HD 12hrs WPL MDC2
MTF MATERIAL GB, VX,
279 DECONTOXIC AREA A HD STEL GB, VX, HD 12hrs WPL MDC2
280A MDC OUTLET DUCT A VX 12hrs WPL MDC - ON CALL
RESIDUAL STORAGE GB, VX,
281 AREA (REMOTED) A HD STEL HD Project
CAMDS LAB - WEST
301 CENTER LAB A VX STEL VX 12hrs WPL BASE
MDF - MONITORING GB, VX,
350 AIRLOCK A HD STEL HD Project
GB, VX,
351 MDF - LOADING AREA A HD STEL GB, VX, HD 12hrs WPL HD Project
MDF - TOXIC UNPACK
352 LSS AIR A GB, VX, HD 2hrs WPL HD Project
GB, VX,
353 MDF - SHOWER WEST A HD STEL MPF
GB, VX,
354 MDF - AIRLOCK A HD STEL HD Project
GB, VX,
356 CHARGE CAR AREA A HD STEL HD Project
MDF - HYDRAULIC
357 ROOM A GB, VX, HD 12hrs WPL HD Project
MDF - DOFFING ROOM GB, VX,
358 WEST A HD STEL HD Project
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site | Station Nomenclature Status Agent | Level Agent Time AEL Level | Remarks
MDF - PROCESS AREA
361 LSS AIR A GB, VX, HD 2hrs WPL HD Project
MDF - CHARGE CAR
363 LSS AIR A GB, VX, HD 2hrs WPL HD Project
MDF - DOFFING ROOM GB, VX,
366 EAST A HD STEL HD Project
GB, VX,
405 FILTER 10 - STACK A HD STEL GB, VX, HD 12hrs WPL BASE
GB, VX,
407 FILTER 9 - STACK A HD STEL GB, VX, HD 12hrs WPL BASE
FILTER 9 - BETWEEN
408 BANK 1 & 2 A GB, VX, HD 12hrs WPL BASE
GB, VX, HD,
410 FILTER 6 - MIDBED A L 12hrs WPL BASE
GB, VX,
411 FILTER 19 - STACK A HD STEL GB, VX, HD 12hrs WPL BASE
FILTER 19 - BETWEEN
412 BANK 1 & 2 ROTARY A GB, VX, HD 12hrs WPL BASE
GB, VX, HD,
413 FILTER 6 - STACK A GB, VX STEL L 12hrs WPL BASE
FILTER 10 - BETWEEN
414 BANK 1 & ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 10 - BETWEEN
415 BANK 2 & 3 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 10 - BETWEEN
416 BANK 4 & 5 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 9 - BETWEEN
428 BANK 2 & 3 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 9 - BETWEEN
429 BANK 4 & 5 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 19 - BETWEEN
430 BANK 2 & 3 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 19 - BETWEEN
431 BANK 4 & 5 ROTARY A GB, VX, HD 12hrs WPL BASE
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site Station Nomenclature Status Agent Level Agent Time AEL Level | Remarks

LSS AIR PURIFIER

499 UNIT A GB, VX, HD 12hrs WPL BASE

513 CAMDS LAB - GC LAB A GB STEL GB, VX, HD 12hrs WPL BASE

513A CAMDS LAB - GC LAB A GB STEL BASE
PSC LAUNDRY VENT

525 SYSTEM FILTER INLET A GB, VX, HD 2hrs WPL BASE
PSC LAUNDRY VENT
SYSTEM FILTER

526 OUTLET A GB, VX, HD 2hrs WPL BASE
CAMDS LAB - AGENT

530 ROOM WEST HOOD A GB STEL GB 12hrs WPL BASE
CAMDS LAB - AGENT

531 ROOM WEST HOOD A VX STEL VX 12hrs WPL BASE
CAMDS LAB - AGENT

532 ROOM WEST HOOD A HD STEL HD 12hrs WPL BASE
CAMDS LAB -
HAZARDOUS WASTE

534 (NOT REMOTED) A GB STEL BASE On Call
CAMDS LAB -
HAZARDOUS WASTE

534A (NOT REMOTED) A VX STEL BASE On Call

GB, VX,

546 FILTER 20 - STACK A HD STEL GB, VX, HD 12hrs WPL BASE
FILTER 20 - BETWEEN

547 BANK 1 & 2 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 20 - BETWEEN

548 BANK 2 & 3 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 20 - BETWEEN

549 BANK 4 & 5 ROTARY A GB, VX, HD 12hrs WPL BASE

GB, VX,

550 FILTER 21 - STACK A HD STEL GB, VX, HD 12hrs WPL BASE
FILTER 21 - BETWEEN

551 BANK 1 & 2 ROTARY A GB, VX, HD 12hrs WPL BASE
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site | Station Nomenclature Status Agent | Level Agent Time AEL Level | Remarks
FILTER 21 - BETWEEN
552 BANK 2 & 3 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 21 - BETWEEN
553 BANK 4 & 5 ROTARY A GB, VX, HD 12hrs WPL BASE
GB, VX
554 FILTER 22 - STACK A HD STEL GB, VX, HD 12hrs WPL BASE
FILTER 22 - BETWEEN
555 BANK 1 & 2 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 22 BETWEEN
556 BANK 2 & 3 ROTARY A GB, VX, HD 12hrs WPL BASE
FILTER 22 - BETWEEN
557 BANK 4 & 5 ROTARY A GB, VX, HD 12hrs WPL BASE
MPT PROCESS DUCT
569 SOUTH A HD 2hrs WPL 3X CTF
GB, VX, HD,
575 FILTER 12 - STACK A GB,VX STEL L 12hrs WPL BASE
GB, VX, HD,
576 FILTER 12 - MIDBED A L 12hrs WPL BASE
GB, VX, HD,
706 FILTER 5 - MIDBED A L 12hrs WPL BASE
GB, VX, HD,
707 FILTER 5 - STACK A GB,VX STEL L 12hrs WPL BASE
715 CTF - GLOVE BOX A HD 12hrs WPL HD Project
FILTER FARM
MANIFOLD DUCT
717 NORTH A VX STEL VX 12hrs WPL MDC2
MDC2B - MONITORING
747G ROOM 1 VX STEL VX 12hrs WPL MDC2B
MDC2B - DOFFING
748G ROOM 1 GB STEL MDC2B
749G MDC2B - SHOWER 1 GB STEL MDC2B
751G MDC?2 - DUCT 1 GB STEL GB 12hrs WPL MDC2B
752G MDC2B - AIRLOCK 1 GB STEL MDC2B
753G MDC2B - OVEN 1 GB STEL MDC2B
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site | Station Nomenclature Status Agent | Level Agent Time AEL Level | Remarks
754 MDC2B - LSS AIR 1 GB 2hrs WPL MDC2
755 MPF STAGING AREA A GB,VX,HD 12hrs WPL HD Project
756G MDC2 B - OVEN DUCT 1 GB STEL MDC2B
RESIDUAL STORAGE GB,VX,
757 AREA - SHOWER A HD STEL HD Project
RESIDUAL STORAGE
AREA - DOFFING GB,VX,
758 ROOM A HD STEL HD Project
RESIDUAL STORAGE
AREA - SORTING GB,VX,
759 TABLE A HD STEL HD Project
RESIDUAL STORAGE
AREA - MONITORING GB,VX,
760 ROOM (REMOTED) A HD STEL GB,VX,HD 12hrs STEL HD Project
RESIDUAL STORAGE GB,VX,
761 AIRLOCK A HD STEL HD Project
RESIDUAL STORAGE GB,VX,
762 HEAD SPEACE A HD STEL HD Project
RESIDUAL STORAGE
763 LSS AIR A GB,VX,HD 12hrs STEL HD Project
GB,VX,
808 ETF LOADED PALLETS A HD STEL GB,VX,HD 12hrs STEL HD Project
DCD
PERIMETER - STATION GB, VX,
901 1 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
902 2 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
903 3 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
904 4 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
905 5 A HD 12hrs GPL BASE
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DAAMS
NRT Sample
Operational | NRT AEL | DAAMS | Duration | DAAMS
Site | Station Nomenclature Status Agent | Level Agent Time AEL Level | Remarks
PERIMETER - STATION GB, VX,
906 6 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
907 7 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
908 8 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
910 10 A HD 12hrs GPL BASE
PERIMETER - STATION GB, VX,
911 11 A HD 12hrs GPL BASE
TOCDF
982 ROOM 114, CAL A HD 12hrs WPL TOCDF SUPPORT
984 ROOM 113, CAL A HD 12hrs WPL TOCDF SUPPORT
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SECONDARY REPORT
THE CAMDS Monitoring Plan
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Sample
Line Floor Plan
Operational | Annunciator Length Line Heat Sketch Floor Level | Ventilation
Site Station Nomenclature Status Panel (ft) Material Traced Number Power Type of Unit Category
AREA 10
1810 EQUIPMENT AND
CLOTHING
1810 AERATION ROOM
ECAR (RUBBER ROOM) A DAAM 20 Teflon YES N/A COM N/A
1810 G | 1810 GAZEBO A DAAM 20 Teflon YES N/A COM N/A
1810
LRE 1810 LUNCH ROOM EAST A DAAM 20 Teflon YES N/A COM N/A
1810
LRW 1810 LUNCH ROOM WEST A DAAM 20 Teflon YES N/A COM N/A
1810 MR MONITORING
1810 MR | ROOM A DAAM 20 Teflon YES N/A COM N/A
1810 SS | 1810 SMOKE SHACK A DAAM 20 Teflon YES N/A COM N/A
CAMDS
12 MPF - SHROUD AREA A 30 Teflon YES 33-021 COM/EMER FIRST C
15 MPF - EXHAUST STACK A 10 Teflon YES 33-021 COM/EMER SECOND C
0.625 MPF - EXHAUST STACK A 2 Teflon YES 33-021 COM/EMER SECOND C
015B MPF - EXHAUST STACK A 6 Teflon YES 33-021 COM/EMER SECOND C
015C MPF - EXHAUST A 8 Teflon YES 33-021 COM/EMER SECOND C
015D MPF - EXHAUST STACK A 4 Teflon YES 33-021 COM/EMER SECOND C
MPF - COOLING BAY
17 WEST A 5 Teflon YES 33-021 COM/EMER FIRST D
MPF - DISCHARGE
20 CANOPY A 40 Teflon YES 33-021 COM/EMER FIRST C
TMF - TOXIC
MAINTENANCE
FACILITY
28 (NR*) A 25 Teflon YES 33-017 COM/EMER FIRST C
35 BIF - DRAIN AREA A 15 Teflon YES 33-018 COM/EMER FIRST A
LIFE SUPPORT SYSTEM -
71 SEGREGATOR A 10 Teflon YES 33-016 COM/EMER FIRST D
LSS AIR - EXPLOSIVE
72 CONTAINMENT CUB A 10 Teflon YES 33-016 COM/EMER FIRST D
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Line Floor Plan
Operational | Annunciator Length Line Heat Sketch Floor Level | Ventilation
Site Station Nomenclature Status Panel (ft) Material Traced Number Power Type of Unit Category
ADS LIFE SUPPORT
73 SYSTEM AIR A 22 Teflon YES 33-023 COM/EMER FIRST D
78 LSS-ETF A 15 Teflon YES 33-022 COM/EMER FIRST C
80 MUNITIONS HOLD AREA A 30 Teflon YES 12359 COM/EMER FIRST A
080A MHA - SPORT A 30 Teflon YES 12359 COM/EMER FIRST B
092/280 | MTF - SPORT AIRLOCK A 30 Teflon YES 33-015 COM/EMER FIRST C
CAMDS LAB - FILTER 7
162 STACK A 45 Teflon YES 12359 COM/EMER FIRST C
CAMDS LAB
FILTER 7 BETWEEN
163 CHARCOAL A 55 Teflon YES 12359 COM/EMER FIRST B
184 CAMDS LAB - EAST LAB A 55 Teflon YES 12389 COM/EMER FIRST C
184A CAMDS LAB - EAST LAB A 60 Teflon YES 12389 COM/EMER FIRST C
184B CAMDS LAB - EAST LAB A 60 Teflon YES 12389 COM/EMER FIRST C
185 CAMDS LAB - WEST LAB A 50 Teflon YES 38716 COM/EMER FIRST C
MPF - DISCHARGE
20H CANOPY A 40 Teflon YES 33-021 COM/EMER FIRST C
236 MTF - SHOWER A 15 Teflon YES 33-015 COM/EMER FIRST B
236D MTF - DOFFING ROOM A 30 Teflon YES 33-015 COM/EMER FIRST B
237 MTF - LSS AIR A 15 Teflon YES 33-015 COM/EMER FIRST E
238 MTF - CONTROL ROOM A 40 Teflon YES 33-015 COM/EMER FIRST C
MTF MATERIAL
279 DECONTOXIC AREA A 65 Teflon YES 33-015 COM/EMER FIRST B
280A MDC OUTLET DUCT A 75 Teflon YES 33-015 COM/EMER FIRST B
RESIDUAL STORAGE
281 AREA (R*) A 25 Teflon YES 33-017 COM/EMER FIRST B
CAMDS LAB - WEST
301 CENTER LAB A 40 Teflon YES 12389 COM/EMER FIRST C
MDF - MONITORING
350 AIRLOCK A 10 Teflon YES 33-018 COM/EMER FIRST B
351 MDF - LOADING AREA A 30 Teflon YES 33-018 COM/EMER FIRST B
MDF - TOXIC UNPACK
352 LSS AIR A 20 Teflon YES 33-018 COM/EMER FIRST E
353 MDF - SHOWER WEST A 52 Teflon YES 33-018 COM/EMER FIRST B
354 MDF - AIRLOCK A 55 Teflon YES 33-018 COM/EMER FIRST A
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Sample
Line Floor Plan
Operational | Annunciator Length Line Heat Sketch Floor Level | Ventilation
Site Station Nomenclature Status Panel (ft) Material Traced Number Power Type of Unit Category

356 CHARGE CAR AREA A 75 Teflon YES 33-018 COM/EMER FIRST C
MDF - HYDRAULIC

357 ROOM A 20 Teflon YES 33-018 COM/EMER FIRST C
MDF - DOFFING ROOM

358 WEST A 50 Teflon YES 33-018 COM/EMER FIRST B
MDF - PROCESS AREA

361 LSS AIR A 22 Teflon YES 33-018 COM/EMER FIRST E
MDF - CHARGE CAR LSS

363 AIR A 9 Teflon YES 33-018 COM/EMER FIRST C
MDF - DOFFING ROOM

366 EAST A 20 Teflon YES 33-018 COM/EMER FIRST B

405 FILTER 10 - STACK A 30 Teflon YES 12359 COM/EMER FIRST C

407 FILTER 9 - STACK A 50 Teflon YES 12359 COM/EMER FIRST C
FILTER 9 - BETWEEN

408 BANK 1 &2 A 35 Teflon YES 12359 COM/EMER FIRST B

410 FILTER 6 - MIDBED A 35 Teflon YES 12359 COM/EMER FIRST B

411 FILTER 19 - STACK A 30 Teflon YES 12359 COM/EMER FIRST C
FILTER 19 - BETWEEN

412 BANK 1 & 2 ROTARY A 25 Teflon YES 12359 COM/EMER FIRST B

413 FILTER 6 - STACK A 20 Teflon YES 12359 COM/EMER FIRST C
FILTER 10 - BETWEEN

414 BANK 1 & ROTARY A 35 Teflon YES 12359 COM/EMER FIRST B
FILTER 10 - BETWEEN

415 BANK 2 & 3 ROTARY A 45 Teflon YES 12359 COM/EMER FIRST B
FILTER 10 - BETWEEN

416 BANK 4 & 5 ROTARY A 55 Teflon YES 12359 COM/EMER FIRST B
FILTER 9 - BETWEEN

428 BANK 2 & 3 ROTARY A 30 Teflon YES 12359 COM/EMER FIRST B
FILTER 9 - BETWEEN

429 BANK 4 & 5 ROTARY A 40 Teflon YES 12359 COM/EMER FIRST B
FILTER 19 - BETWEEN

430 BANK 2 & 3 ROTARY A 35 Teflon YES 12359 COM/EMER FIRST B
FILTER 19 - BETWEEN

431 BANK 4 & 5 ROTARY A 45 Teflon YES 12359 COM/EMER FIRST B

499 LSS AIR PURIFIER UNIT A 20 Teflon YES 33-024 COM/EMER FIRST D

513 CAMDS LAB - GC LAB A 50 Teflon YES 12389 COM/EMER FIRST D
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Line Floor Plan
Operational | Annunciator Length Line Heat Sketch Floor Level | Ventilation
Site Station Nomenclature Status Panel (ft) Material Traced Number Power Type of Unit Category
513A CAMDS LAB - GC LAB A 50 Teflon YES 12389 COM/EMER FIRST C

PSC LAUNDRY
VENT SYSTEM FILTER

525 INLET A 65 Teflon YES 33-014 COM/EMER FIRST D
PSC LAUNDRY
VENT SYSTEM FILTER

526 OUTLET A 65 Teflon YES 33-014 COM/EMER FIRST D
CAMDS LAB - AGENT

530 ROOM WEST HOOD A 50 Teflon YES 12389 COM/EMER FIRST B
CAMDS LAB - AGENT

531 ROOM WEST HOOD A 48 Teflon YES 12389 COM/EMER FIRST B
CAMDS LAB - AGENT

532 ROOM WEST HOOD A 48 Teflon YES 12389 COM/EMER FIRST B
CAMDS LAB -
HAZARDOUS WASTE

534 (NR*) A 50 Teflon YES 12389 COM/EMER FIRST B
CAMDS LAB -
HAZARDOUS WASTE

534A (NR*) A 50 Teflon YES 12389 COM/EMER FIRST C

546 FILTER 20 - STACK A 35 Teflon YES 12359 COM/EMER FIRST C
FILTER 20 - BETWEEN

547 BANK 1 & 2 ROTARY A 75 Teflon YES 12359 COM/EMER FIRST B
FILTER 20 - BETWEEN

548 BANK 2 & 3 ROTARY A 70 Teflon YES 12359 COM/EMER FIRST B
FILTER 20 - BETWEEN

549 BANK 4 & 5 ROTARY A 80 Teflon YES 12359 COM/EMER FIRST B

550 FILTER 21 - STACK A 40 Teflon YES 12359 COM/EMER FIRST C
FILTER 21 - BETWEEN

551 BANK 1 & 2 ROTARY A 45 Teflon YES 12359 COM/EMER FIRST B
FILTER 21 - BETWEEN

552 BANK 2 & 3 ROTARY A 50 Teflon YES 12359 COM/EMER FIRST B
FILTER 21 - BETWEEN

553 BANK 4 & 5 ROTARY A 60 Teflon YES 12359 COM/EMER FIRST B

554 FILTER 22 - STACK A 40 Teflon YES 12359 COM/EMER FIRST C
FILTER 22 - BETWEEN

555 BANK 1 & 2 ROTARY A 45 Teflon YES 12359 COM/EMER FIRST B
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Line Floor Plan
Operational | Annunciator Length Line Heat Sketch Floor Level | Ventilation
Site Station Nomenclature Status Panel (ft) Material Traced Number Power Type of Unit Category
FILTER 22 BETWEEN
556 BANK 2 & 3 ROTARY A 50 Teflon YES 12359 COM/EMER FIRST B
FILTER 22 - BETWEEN
557 BANK 4 & 5 ROTARY A 60 Teflon YES 38686 COM/EMER FIRST B
MPT PROCESS DUCT
569 SOUTH A 60 Y YES 33-023 COM/EMER FIRST C
575 FILTER 12 - STACK A 50 Teflon YES 12359 COM/EMER FIRST C
576 FILTER 12 - MIDBED A 65 Teflon YES 12359 COM/EMER FIRST B
706 FILTER 5 - MIDBED A 30 Teflon YES 12359 COM/EMER FIRST B
707 FILTER 5 - STACK A 20 Teflon YES 12359 COM/EMER FIRST C
715 CTF - GLOVE BOX A 45 Teflon YES 33-023 COM/EMER FIRST C
FILTER FARM
717 MANIFOLD DUCT NORTH A 40 Teflon YES 12359 COM/EMER FIRST B
MDC2B - MONITORING
747G ROOM A 20 Teflon YES
748G MDC2B - DOFFING ROOM A 25 Teflon YES
749G MDC2B - SHOWER A 25 Teflon YES
751G MDC2 - DUCT A 65 Teflon YES
752G MDC2B - AIRLOCK A 40 Teflon YES
753G MDC2B - OVEN A 60 Teflon YES
754 MDC2B - LSS AIR A 10 Teflon YES 33-016 COM/EMER FIRST D
755 MPF STAGING AREA A Teflon YES COM/EMER FIRST
756G MDC?2 B - OVEN DUCT A 65 Teflon YES
RESIDUAL STORAGE
757 AREA - SHOWER A
RESIDUAL STORAGE
AREA
758 DOFFING ROOM A
RESIDUAL STORAGE
AREA
759 SORTING TABLE A
RESIDUAL STORAGE
AREA - MONITORING
760 ROOM (R*) A

DCD
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Sample
Line Floor Plan
Operational | Annunciator Length Line Heat Sketch Floor Level | Ventilation

Site Station Nomenclature Status Panel (ft) Material Traced Number Power Type of Unit Category |

901 Perimeter - Station 1 A 15 Teflon Yes 33-026 COM/EMER First E

902 Perimeter - Station 2 A 15 Teflon Yes 33-026 COM/EMER First E

903 Perimeter - Station 3 A 15 Teflon Yes 33-026 COM/EMER First E

904 Perimeter - Station 4 A 15 Teflon Yes 33-026 COM/EMER First E

905 Perimeter - Station 5 A 15 Teflon Yes 33-026 COM/EMER First E

906 Perimeter - Station 6 A 15 Teflon Yes 33-026 COM/EMER First E

907 Perimeter - Station 7 A 15 Teflon Yes 33-026 COM/EMER First E

908 Perimeter - Station 8 A 15 Teflon Yes 33-026 COM/EMER First E

910 Perimeter - Station 10 A 15 Teflon Yes 33-026 COM/EMER First E

911 Perimeter - Station 11 A 15 Teflon Yes 33-026 COM/EMER First E
TOCDF

982 Room 114 - CAL LAB A 15 Teflon Yes 33-027 COM/EMER First B

984 Room 1134 - CAL LAB A 15 Teflon Yes 33-028 COM/EMER First B
Note

(NR*) = Not Remoted
(R*) = Remoted
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—— SITE
NORTH

WarEs SormiER
& ST
STORAGE BLDG.

r
1 1
] 1
] 1
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] 1
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i 1
i 1
i 1 —————
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] 1 \ 1
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] 1 \
] 1 \
] 1
1 1 P
i 1
becccccaa=d
CAMDS LAB DCD PERIMETER

P e ———

1
1
1
st ununes| 1
BULONG

)

@

3 2 [ 1
DRAWING REFERENCE

[ NOMENCLATURE DRAWING REFERENCE
1 CAL 33-200-01
2 MHA & HAZARDOUS STORAGE AREA MONITORING PLAN NOT USED
3 |FILTER FARM & EAST UTILITIES MONITORING PLAN 33-200-03
4 |LAB MONITORING PLAN 33-200-04
5 | GPF, ATF & VSA MONTORING PLAN 33-200-05
6 SITE_OFFICE_AREA MONITORING PLAN NOT USED
7 PSC, SMF & SECURITY PLAN 33-200-07
8 [ MIF, UPA, ECC & DFS MONITORING PLAN 33-200-08
9 |RSA/CDS, BIF, NDF, MPF, MONTORING, CMO & LIC NONITORING PLAN 35-200-09
10| ETF_MONITORING PLAN 33-200-10
11 |BDA, CTF & TMF MONITORING PLAN 33-200-11
12| WEST UTILITY BUILDING, PARTS, MAINTENANCE BLDG. & SAFETY 33-200-12
13 | CAMDS LAB (FORMER) 33-200-13
14| PERIMETER MONITORING STATION LOCATIONS MAP 29-100-01

THIS DRAWING SUPERCEDES DRAWING 33-101-01 SHEET 1

Eco  |zone[rev| DESCRIPTION | oate [ oFr [ ckr [ sus [ eec [top]
UNLESS QTHERWISE SPECIFIED | DRAT IM. GULL CAMDS — ENGINBHRING DIVISION
%mg{é\ws ARE IN INCHES CHECKER | G. LAWRENCE TOOELE ARMY DHPOT

2 PIACE DECMALS: N/A B |- -
FRACTIONS: N/A BB COORD | W. RICHARDSON MONITORING
o
X GENERAL CAMDS SITE

NYBO

M...

SAMPLING STATION LOCATIONS

| WECH B%_|J_SWPSON

| g omesamo | BC TR |
N
! C... €GOV | D/, GRIEGER
NEXT ASSEMBLY TDPL 5. WHEELER
8 7 5 - 3 \ 2

ze [cooe oENT N [ oRamnG o
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8 | 7 5 5 ~ 4 3 | 2 [ 1

I s oer

FIND CopE WANUFACTURE INVENTORY_CONTROL
| NO. l arv ‘“N‘T‘ ikt I\DENT NO.I PART_NO. ‘ OR_PART NO.

MONITOR _STATIONS
STAf | STATION NAME AND LOCATION

80 | MUNTIONS HOLDING AREA

80A | MHA-SPORT

162_| CAVDS [AB=FILTER_STACK

163 | CAVMDS LAB—FILTER BETWEEN CHARCOAL
322 | NHA=FILTER 2-STACK

324_| NHA=FILTER 2-MIDBED

405 | FILTER 10 STACK

407 | FILTER © STACK

408 | FILTER 9—FILTER BETWEEN BANKS 1 & 2
470 | FILTER 6 MIDBED

411 | FILTER 19 STACK

412 | FITER 19-BETWEEN BANKS 1 & 2 ROTARY
413 | FILTER 6 STACK

415 [ FILTER 10 BETWEEN BANKS 2 & 3 ROTARY
416 | FILTER 10 BETWEEN BANKS 4 & 5 ROTARY
428 | FILTER 9-BETWEEN BANKS 2 & 3 ROTARY

429 [ FILTER 9-BETWEEN BANKS 4 & 5 ROTARY
430 | FILTER 19-BETWEEN BANKS 2 & 3 ROTARY
FILTER 431 | FILTER 19-BETWEEN BANKS 4 & 5 ROTARY

15 546 | FILTER 20 STACK

547 | FILTER 20 BETWEEN BANK 1 & 2 ROTARY

548 | FICTER 20 BETVEEN BANK 2 & 3 ROTARY
549 | FILTER 20 BETWEEN BANK 4 & 5 ROTARY
550 | FILTER 21 STACK
EAST UTILITIES 551 | FILTER 21 BEIWEEN BANK 1 & 2 ROTARY
BUILDING 7088 552 | FICTER 21 BETVEEN BANK 2 & 3 ROTARY

553 | FILTER 21 BETWEEN BANK 4 & 5 ROTARY
554 | FILTER 22 STACK
e 555 | FILTER 22 BETWEEN BANK 1 & 2 ROTARY
556 | FILTER 22 BETWEEN BANK 2 & 3 ROTARY
557 | FILTER 22 BETWEEN BANK 4 & 5 ROTARY
575 | FILTER 12 STACK
— 576 | FILTER 12 MIDBED

\ 7 IV 706 | FILTER 5 WIDBED
707 | FILTER 5 STACK
717 | FILTER FARM VANIFOLD DUCT NORTH

I
L FILTER FILTER LEWISITE MONITOR STATIONS
#12 #7 STAf | STATION NAMEE_AND_LOCATION
163 | CAMDS LAB-FILTER BETWEEN CHARCOAL
164 | FILTER 7-STACK
322 | NHA-FILTER 2-STACK
304 | NHA-FILTER 2-MIDBED
@ 410 | FILTER & MIDBED
413 | FILTER 6 STACK
[— 575 | FILTER 12 STACK

576 | FILTER 12 MIDBED
707 | FILTER 5 STACK

14

— 735
G&D 7)o~ SN _NOTE:
ﬁb 2 m 1. STATION 717 IS LOCATED IN DUCT WORK COMING
TSR 737 I~ FILTER FROM THE MDC#2 AND GOES TO FILTER #22
FLTER FLTER FLTER 745~ ) # m 2. FUTURE LEWISITE STATION LOCATIONS
#22 #21 #20
FILTER FILTER FILTER
#10 #9 #o THIS DRAWING SUPERCEDES DRAWING 33-266-01
‘ ‘ ‘ L] (I
ECO [zone[Rev | DESCRIPTION | oate [ckr]|sus [ese [t
| REVISIONS

v oul | CAMDS — ENGINEERING DIVISION
G. LAWRENCE TOOELE ARMY DEPOT
TECH__|P._KING TOOHLE, UTAH B4074

UNLESS OTHERYISE_ SPECFIED

—
TOLERANCES:

3 PLACE DECMALS. /A
2 PLACE DECIWALS: N/A
FRACTIONS: N/A

& | &

RICHROSON FILTER FARM

ANGLES: N/A
ooc Bn |G LARRENCE MONITORING PLAN
Rl B[R NvAD SAMPLING STATION LOCATIONS
L.
D MEch B8, SWPSON s [eaoe Nt vo | s 1o ]

54931|TCDS 33-200-03
SN 71 SEP 07 [T 1 OF 7

ENG OV |D.¥. GRIEDER
NEXT_ASSENBLY TOFL__ 5. WHEELER

B I 7 5 5 - 4 3 [ 2

Attachment 16 - Page 34

414 | FILTER 10 BETWEEN BANKS 1 & 2 ROTARY -




CAMDS
Attachment 16

Site Monitoring Plan
April 2008

7 6 5 ~ 4 3 [ 2 [ |
I PARTS LIST
FIND CAaDE MANUFACTURE INVENTORY CONTROL
D
/ MON, SHELTER PN %N
ANALYSIS B
BR. CHIEF | LUNCH ROOM [}
:/\: MONITORING
TECHNICIANS STORAGE >
W e ANALYSIS MONITOR STATIONS
DEIONIZATION BR. SEC.
EQUIPMENT STA STATION NAME AND LOCATION
155 CAMDS LAB —
EAST LAB 1 CAMDS LAB — LAB
1 CAMDS LAB — WEST LAB
— CAMDS LAB — WEST CENTER LAB c
5 STC — TRAILER CH_ROOM
5 CAVDS 1AB - CC LAB
CAMDS |AB — ION CHFMISTRY | ABORATORY
53 C AGENT ROOM_WEST HOOD
53 C AGENT ROOM WEST HOOD
5. C ENT ROOM WFST HOOD
C HAZARDOUS WAS
CAMDS LAB UPGRADE MODULE ¢ AGENT ROOM._FAST HOOD
@ C AGENT ROOM EAST HOOD
C ENT FAST HOOD
N " C — SOUTH WEST LAB
BREAK ROQ! 580 CAl — SOUTH WEST LAB HYDROLYSATE
OFFICE O |Oof 719 [CAM — AGENT ROOM HAZ_ WASTE ‘»
q ¢ =
EMERG, RESTROOM ol 4 CAM| — AGENT ROOM WFST
SQUTH LAB
é sk’ 1O LOSE
LEWISITE MONITOR STATIONS
STAF ‘ STATION NAME AND LOCATION
WEST LAB SPECTROSCOPY LAB 572 CAMDS LAB — SOUTH WEST LAB
9 CAMDS LAB - ACENT ROOM HAZ. WASTE
733 CAMDS LAB — AGENT ROOM EAST

MON. SHELTER /2

GAS CYLINDER
SHELTER

CAMDS LAB

AGENT ROOM @
&

g

N/

MON. SHELTER

SA

\ MON. SHELTER

AIRFLOW LEGEND B
@ ! CENERAL EXHAUST LOCATIONS. AR 15
TRAVELING THROUGH EXHAUST TO  FILTERS.
2. EXHAUST HOODS. SURROUNDING AIR
1S GOING TO FILTERS
THIS DRAWING SUPERCEDES DRAWING 33-281-01
£co [zonerev ] DESCRIPTION [oate [exr ['sua | eac [torL
REVISIONS
UNLESS OTHERYISE SPECIED o MARK_GULL CAMDS — ENGINEERING DIVISION
ALL DIMENSIONS ARE IN INCHES CHECKER | G. LAWRENCE TOOHLE ARMY DHPOT
OIS S 1n TP KinG TOOELB, UTAH @4074 A
2 PLACE DECNALS: N/A [ —
3 B COORD_| . RICHARDSON CAMDS LAB
ANGLES: /A e -

LAWRENCE

MONITORING PLAN

B
R._NYBQ SAMPLING STATION LOCATIONS
J._SIMPSON
777777 P e proT =
i emesr | F | 54931|TCDS _33-200-04
NEXT ASSENBLY S WHEELER O 77 SEP 0Z[SE T OF T
7 6 5 -~ 4 3 [ 2 |
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8 7 6 5 * 4 3 ‘ 2 | 1
PARTS LIST
FIND ‘ arv ‘uw‘ NONENGLATURE canE | WANUFACTURE INVENTORY_CONTROL
NO) IDENT No. PART ND. R PART ND
~-
15 08’ 467 N
—— SITE
NORTH b
- o r Fy
O FILTER| FARM
STABILIZATION
———th_— J C —LL|
DOFFING z c
r - e
‘ ST SHOWERTT ™ @
ELECTRICAL . SHDWER‘ %i%\mgw @
OBSERVATION MONITORING ELECTRICAL
LOADING AREA MONITORING OBSERVATION ROOM % cor}i\% NNt Of——= T0 FILTER FARM
f DOFF\NG‘ .@ C)
nn -
i 18 1% 1% AR LOCK d l‘»
MONITOR STATIONS 8
STA.# | STATION NAME AND LOCATION
709 | GPF—OBSERVATION ROOM
720 | ATF_CATEGORY A AREA
721 | REACTOR LINE OOCATION #1
722 | REACTOR LINE LOCATION #2
723 | REACTOR LINE LOCATION #3
724 | ATF_DOFFING RGOM
725 | ATF_SHOWER
726 | ATF_OBSERVATION ROOM
727 | ATF_MONTORING ROOM 1
728 | ATF TC AIRLOCK
729 | GPF TANK ROON
732 | LSS AR
745A | REACTOR FLANE STACK
7458 | REACTOR FLAME STACK 3304003 |FLD‘ A |CHANGED MONITORING LOCATIONS NUMBERS 730, 731,741, 742, 743 ‘MAUGOA'MG‘ |
745C | REACTOR FLAME STACK ECO [zoNE[Rev| DESCRIPTION | oate [orT | ckr [ sus [ Bac [1orL
745D | REACTOR FLAME STACK REVISIONS
747_|_VSA QBSERVATION ROOM UNLESS OTHERWSE SPECFIED ORAT_{ M GULL CAMDS — ENGINBERING DIVISION
748 VSA DOFFING ALL DINENSIONS ARE IN INCHES CHECKER | 6. LAWRENCE TOOELE ARMY DEFPOT
ST oecaLs: W/ TECH | P KNG TOOELE, UTAH 84074
;?j ﬁi %OCWZJETJNW B DUCT Tt WA B o A
! N/A BB COORD | W _RICHARDSON
752 | VSA AIRLOCK ANGLES: /A R et GPF, ATF, VSA
753 | VSA-MDCZ UNIT B M 00C BR | G. LAWRENCE MONITORING PLAN
ELEC BR | R WvED SAMPLING STATION LOCATIONS
L0 =" WECH BR_| J. SIMPSON
emezrme |66 B | e SizE [cane DeNT N0 oRAING o wev
o NG OV_| oW oRIEDER F | 54931|TCDS _ 33-200-05 |A
[ NeXT AsseveLY | | TOPL__| 5. WHEELER SCAE: NONE DATE 16 SEP 02 [ sweer 1 OF 7
8 7 6 5 4 4 3 2 1
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7 6 5 ~ 4 3 \ 2 | |

PARTS LIST
FIND CODE MANUFACTURE INVENTORY CONTROL
[ Jor o] nowencuTRE losiPho] VS B,

D
BUILDING
7001
_SITE_MEDICAL FACILITY.
:% g BLDG
- 7015
H/\H o SECURITY SENTRY STATION
e c
i - |

] <

e

[anmnnnnl CHANGE
#7 MONITOR_STATIONS *

FURNACE  WATER || MENS CHANGE STATION NAME_AND_LOCATION
AT AR | SHOfER ARER acrac GUARD FIOUSE

PERSONNEL SUPPORT COMPLEX
MEDICAL MODULE-LUNCH ROOM

INET

"D IEEE

@

—~—1— FROM
ALTER 3 PSC—LUNCH ROOM

PSC—LAUNDRY VENT SYSTEM FILTER INLET

(- o

FPE
o s STORAGE 526 | PSC—LAUNDRY VENT SYSTEN FILTER OUTLET
| 8 BLDG BLOG |
o 7014 7012

LEWISITE MONITOR STATIONS B
STATION NANE_AND_LOCATION
GUARD_HOUSE
PERSONNEL_SUPPORT _COMPLEX
MEDICAL_MODULE—LUNCH ROOM
PSC—LUNCH_ROOM
PSC—LAUNDRY VENT SYSTEM FILTER INLET
PSC—LAUNDRY VENT SYSTEM FILTER OUTLET

UP STAIRS
PSC LUNCH ROOM

THIS DRAWING SUPERCEDES DRAWING 33-217-01

PERSONNEL SUPPORT COMPLEX

o Jronelrev] SEScRIPTON [oate | oxn [ s [ s [1oet
REvsoNS

CAMDS — ENGINEERING DIVISION

UNLESS OTHERWISE SPECIFED
TOOELE ARMY DEPOT

AL DIMENSIONS ARE N INCHES

TOLERANCES:
3 PLACE DECNALS N/A TOOELE, UTAH 84074 A
2 PLACE DECNALS N/A
FRACTIONS ~ N/A

W._RICHARDSON PSC, SMF, SECURITY

MONITORING PLAN

AGLES /A

DOC BR |G, LAWRENCE

... EECBR |R. NYEO SAMPLING STATION LOCATIONS
MECH BR | J. SIMPSON
| T = s =
e, ENG DV | D.W._ GRIEDER 54931|TCDS _33-200-07
NEXT_ASSEMBLY TOPL S. WHEELER

7 6 5 - 4 3 | 2
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B 7 6 5 ~ 4 5 ] 2 ] |

| P o
FIND CODE MANUFACTURE INVENTORY CONTROL
R are o] NemENCLATURE IosePRo | MR ROy

-
157 08 46" N

P s ;

NORTH

PLATFORM

1] Li OMPACTOR c

Mo
CONTROL
279 @ [ RooM
SUMR. MONITORING
Moc 2 AREA

MONITOR STATIONS
STAY STATION NAVE_AND LOCATION
i 92 | MTF-SPORT AIRLOCK
232 | MTF-MONITORING ROOM NORTH
DOFFING X 234 | MTF-DUCT TO FILTER
AREA
. 236_| MTF-SHOWER
T 2360 | MTF-DOFFING ROOM
—d I . . 257 | MTF-LSS AR
238_| MTF-CONTROL ROGH
239 _| MTF-MONITORING ROOM SOUTH
! ! 279 | MTF-MATERIAL DECONTAMINATION TOXIC AREA
280 | MTF-CHAMBER OUTLET DUCT B

280A| MDC QUTLET DUCT
716 | MDC SWATCH SAMPLE

8 NOTES:
T0 FLTER

1. ARROW THRU DAMPERS AND INDEPENDENT ARROWS
INDICATE GENERAL AR FLOW PATTERNS,
W 2 SWTCH VALVE ABOVE TOXIC AREA
DURING COOL DOWN

ARLOCK—~—]
]

|
[

THIS DRAWING SUPERCEDES DRAWING 33-225-01

[ |
o Jrovelne] SESCRITION [“osre | oxa [ sue [smc [1on]
Reusions
s ovenpec seor |0 _[W. Uit CAMDS _ BNGINEERING DIVISION
AL DIMENSIONS ARE I INCHES CHECKER | G. LAWRENCE TOOELE ARMY DEPOT A
TOLERANCES: TECH P._KING TOOELE, UTAH B4074
I ——
B8 COORD | W. RICHARDSON MTF
[
505 81| 6 LATRENCE MONITORING PLAN
ELEC BR |R. NYBO SAMPLING STATION LOCATIONS
MECH BR [J. SIMPSON
o o e P
ENG DIV
NEXT ASSENBLY TDPL S. WHEELER

8 7 6 5 - 4 3 | 2
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PARTS LIST
FIND [ CapE | MANUFACTURE INVENTGRY CONTROL
(8 [om ] oNENGuATURE oSt TS s

D
MM
SHELTER
4 z SHOWER ARLOCK 41
SEGREGATOR
DOFFING 7 0UD
™ s ARe
LD | \ [€D) P
c
TOXC UNPACK
ECC-VESTBULE
® SEE SK33-027 FOR CONTINUATION
MONITOR _STATIONS
Um;é,?( STA# | STATON NAVE AND LOCATION
) I LA = [ ACK_AREA
2 ACK_AREA-SHOWER
ECC-HYDRAULIC SHROUD 20 ACK AREA-DOFFING AREA
3 ACK_AREAVESTIBULE
= ACK_AREA_VESTIBULE
. ) ACK_AREA—SPOI
~/ 5| EXPLOSIVE CONTANWENT CUBICLE DUCT
ECC - HYDRAULIC MODULE [ 5A_| EXPLOSIVE CONTAINWENT CUBICLE
WesT | EXPLOSIVE CONTAINWENT CUBICLE PIT
HYDRAULIC [ EXPLOSIVE
MON. ROOM UNE 7| SEGREGATOR AREA
AREA 7A_| SEGREGATOR_CONVEYOR DUCT
8 | SEGREGAIOR SHOWER
BA_| SEGREGATOR GLOVE PORT AREA
8D | SEGREGATOR DOFFING ROOM
71| LIFE_SUPPORT SYSTEM-SEGREGATOR B
72| UFE_SUPPORT SYSTEM—EXPLO: CUBICLE
81| EXPLOSIVE CONTAINWENT CUBI MODULE
768 | EXPLOSIVE_CONTAINWENT CUBN T
T70_| EXPLOSIVE_CONTAINWENT CUBN

7
209_| PROGRAMNABLE LOGIC CONTRO! OM
210_| SEGREGATOR-MONITORING ROON

578 | UNPACK_AREA-MONITORING ROOM WEST

ROCKET LINE SYSTEM—MONITORING STATIONS

NOTE: W

1. ARROW THROUGH DAMPERS AND INDEPENDENT ARROWS
INDICATE GENERAL AR FLOW PATTERNS.

THIS DRAWING SUPERCEDES DRAWING 33-211-01 SHEET 1
|| [

£co Jzone[rev]| DESCRIPTION [ oare [oxe [ 5B [eec [1or]
REVISIONS
UNLESS OWERWSE SPECFIED | Do M. CULL CAMDS — ENGINEERING DIVISION
AL DMENSIONS ARE I NCHES CHECKER |G, LAWRENCE TOOHLE ARMY DEPOT
T s Wh KNG TOGELE. UTAH 84074 A
2 PLACE DECHLS: N/A
T RICHARDSON UPA & ECC
e nrevce—— FOCKET MONITORING PLAN
[ wveo | SAMPLING STATION LOCATIONS
. SMPSON
i2¢ [CO0E 10ENT N | DRANNG No ]
GRIEDER
NEXT ASSENBLY

WHEELER
7 B 5 -_ 7 3 [ 2
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8 7 6 ~ 4 3 2 1
PARTS LIST
FIND CODE WANUFACTURE INVENTORY CONTROL
no. | OTY [UNT NOHENCLATURE IDENT No. PART NO. OR PART NO.
MONITOR_STATION:
STA. § [ STATION NANE_AND LOCATION STA § | STATION NAME AND LOCATION
19 | MPF -~ CHARGE CAR AREA 357_| MDF - HYDRAULIC ROOM o
28| TOXIC MAINTENANCE FACILITY 358 | MDF - DOFFING ROOM WEST
34| BF - CONTROL ROOM 359 | MDF - SHOWER EAST
35 | BIF - DRAN AREA 361 | MOF - PROCESS AREA LSS AR
214 | PPD-TOXIC CLEANING ROOM 62 | MDF — SHOWER SOUTH
281 | RESIDUAL STORAGE AREA 63 | MDF — CHARGE CAR LSS @ e /\(\ |
349 | MDF — SPORT MONITOR 64 | MDF -~ CONTROL ROOM DOFFING ROOM
350 | MOF — MONTORING ARLOCK 365 | MDF — SHROUD UPPER AREA “@ HYDRALLIC
351 | MDF - LOADING AREA 66 | MDF — DOFFING ROOM EAST L ROOM
352 | MDF - TOXIC UNPACK LSS AR 367 | MDF -~ DOFFING ROOM SOUTH —
355 | MOF - SHOWER WEST 368 | MDF - MONITORING ROOM EAST » @ & MPF ROOM
354 | MOF - ARLOCK 369 | MDF — MONITORING ROOM WEST PROCESSING AREA
355 | MDF - TOXIC UNPACK 570_| MDF - COMPRESSOR ROOM )
356 | MDF — PROCESS AREA EXHAUST
m FILTER FARN
WPF
CHARGE CAR AREA
T0 FILTER FARM
(ABOVE CEILING) C
CONVEYOR
GALLERY
CONTROL RoOM
ﬁ Ny €
ONTORING ‘“
Lss
VoF ARLOCK [€D)]
E Tk Roou AR CONPRESSOR ROOM TOXIC UNPACK AREA 350
ARLOCK H GsD
bt A G = DHIPERS
s __ FILTER FARM IREOY G-
HONTORNG I
RESIDUAL Rool
STORAGE AREA BIF B et
comroL AGENT DRAIN 8
CLEA| RUBSER ROOM BAY 7
/'\ MOF/BIF
LOADING AREA
= NOTE:
1. ARROWS THRU DAMPERS AND INDEPENDENT ARROWS
INDICATE. GENERAL AIR FLOW PATTERNS. 1
THIS DRAWING SUPERCEDES DRAWINGS
33-251-01 SHT 1 & 33-213-01 SHT 1
ECO [zone[rev | DESCRIPTION | oate [cxr [ sua | eae [ropi)
REVISIONS
UNLESS OTHERYISE SPECIIED URAT_ M. GULL caMDS — DIVISION
AL DNENSIONS ARE N INCHES CHECKER | G. LARRENCE TOOHLE ARMY DEPOT A
T dechs W/ TEH__|P. KING TOOHLE. UTAH 84074
2 PLACE DECNALS /A [T —
cToNS, /ﬁ/A B8 COORD_| W. RICHARDSON RSA, CDS, MOF & BIF
[T ——
0% B [G. CAWRENGE MONITORING PLAN
M. ELEC B[R, NvEOD SAMPLING STATION LOCATIONS
E""‘ WECH BR_|J. SMPSON
T B — iz [ConE DENT KO | oAWNG N Gl
C... EG OV 0.0 GRIEDER F | 54931 |TCDS 33—-200-09
[ no Assea | TPL__|S. WHEELER [scAe_NONE DATE:26_AUG 02 [SWeET 2 OF
8 7 6 = 4 3 | 2 1
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7 5 4 3 [ 2 [ 1
PARTS LIST
R I i
_——
D
SMOKE SHED
N ————————— c
[ MONITORING BUILDING i
I GEN. RAIL CAR
I 8
]| \
0 LEWISITE MONITOR STATIONS MONITOR STATIONS
STA# | STATION NAME AND LOCATION STA.# | STATION NAME AND LOCATION
/ 22 CONTROL MODULE 22 CONTROL MODULE
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Section 1. Abbreviations

ACAMS
ASC
CEMS
CSDP
DAAMS
DA PAM
DAS
DCD
ECC
EMO
FPD

GC
GLD
IDLH
AW

H

LOQ
LMQAP
MPL
MS
NRT
P&A
PCT
PMCD
PSC

QA
RMD
SOP
SEL
STEL
TWA
WPL

Automatic Continuous Air Monitoring System
Allowable Stack Concentration
Continuous Emission Monitoring System
Chemical Stockpile Disposal Program
Depot Area Air Monitoring System
Department of Army Pamphlet

Data Acquisition System

Deseret Chemical Depot

Explosive Containment Cubicle
Environmental Monitoring Office

Flame Photometric Detector

Gas Chromatography

Gross Level Detector

Immediately Dangerous to Life and Health
In Accordance With

Industrial Hygiene

Limit of Quantification

Laboratory and Monitoring Quality Assurance Plan
Maximum Permissible Limit

Mass Spectrophotometry

Near Real Time

Precision and Accuracy

Pre-Concentrator Tube

Program Manager for Chemical Demilitarization
Personnel Support Complex

Quality Assurance

Risk Management Division

Standing Operating Procedure

Source Emission Limit

Short Term Exposure Limit

Time Weighted Average

Worker Population Limit

Section 2. Terms

GA
GB
HD
L

VX

Ethyl N, N-dimethylphosphoramide-cyanidate
Isopropylmethylphosphonofluoridate
Bis(2-chloroethyl) sulfide

Lewisite, dichloro-2-chlorovinyl arsine

O-ethyl S-(2-diisopropylaminoethyl) methylphosphonothiolate
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